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..eine starke Verbindung

VYHLASENIE O PARAMETROCH
DoP €. MKT-321 - sk

1. Jedinegny identifikany kod typu vyrobku: MKT chemicka kotva VMU plus

2. Typ, cislo vyrobnej davky alebo sériové Cislo, alebo akykolvek iny prvok umoziiujlci identifikaciu stavebného
vyrobku, ako sa vyzaduje podla €lanku 11 ods. 4:

ETA-11/0415, priloha A2, A3
Cislo Sarze: vid’ obal vyrobku

3. Zamyslané pouzitia stavebného vyrobku, ktoré uvadza vyrobca, v stlade s uplatnitelnou harmonizovanou
technickou Specifikaciou:

typ lepena chemické kotva
pouzitie netrhlinovy a trhlinovy betén C20/25 - C50/60 (EN 206)
uroven / kategoria 1
zat'azenie statické, kvazi statické alebo seizmické (vykonna kategéria C1)
material Ziarovo pozinkovana ocel:

len v suchom prostredi v interiéri:

rozmery:

M8, M10, M12, M16, M20, M24, M27, M30
pozinkovana ocel:
len v suchom prostredi v interiéri:
rozmery:

M8, M10, M12, M16, M20, M24, M27, M30
nehrdzavejuca ocel (A4):

v interiéri alebo exteriéri bez mimoriadnych agresivnych podmienok
rozmery:
M8, M10, M12, M16, M20, M24, M27, M30
vysokoodolna nehrdzavejuca ocel (HCR):
v interiéri alebo exteriéri za zvlast agresivnych podmienok
rozmery.
M8, M10, M12, M16, M20, M24, M27, M30

betonarska vystuz (B500 B):
rozmery.

@8, @10, @12, @14, @16, @20, @25, @28, @32

teplotny rozsah Teplotny rozsah I: -40°C do +40°C
; : Teplotny rozsah II: -40°C do +80°C
(akjetorelevantng) | ¢ 1) oing rozsah Il -40°C do +120°C

4. Meno, registrované obchodné meno alebo registrovana ochranna znamka a kontaktna adresa vyrobcu, ako
sa vyZaduje podla ¢lanku 11 ods. 5:

MKT Metall-Kunststoff-Technik GmbH & Co. KG
Auf dem Immel 2
D - 67685 Weilerbach

5. Gegebenenfalls Name und Kontaktanschrift des Bevollmachtigten, der mit den Aufgaben gemaf Artikel 12
Absatz 2 beauftragt ist: -

6. V pripade potreby meno a kontaktna adresa splnomocneného zastupcu, ktorého spinomocnenie zahffia
Ulohy vymedzené v ¢lanku 12 ods. 2: systém 1
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7. V pripade vyhlasenia o parametroch tykajliceho sa stavebného vyrobku, na ktory sa vztahuje
harmonizovana norma:

8. V pripade vyhlasenia o parametroch tykajlceho sa stavebného vyrobku, na ktory bolo vypracované
eurépske technické posudenie:

Deutsches Institut fiir Bautechnik, Berlin
vydal:

ETA-11/0415
na zaklade

ETAG 001-5

vykonal notifikovany organ certifikacie vyrobkov 1343-CPR v systéme: 1

i)  ur€enie typu vyrobku na zaklade typovej skusky (vratane odberu vzoriek), typového vypoctu
a z tabulkovych hodnét alebo podkladov o vyrobkoch;

i) pociato€nu inSpekciu tovarne a kontrolu vyroby;

iiiy priebezny dohlad, posudzovanie a hodnotenie systému riadenia kvality

a vydal: certifikat o nemennosti parametrov 1343-CPR-M 550-10

9. Deklarované parametre:

prevedenie harmonizovana
p:}d?tat"t‘? navrhova metéda technicka
Yantiost! zavitové tyCe | armovacia ocel | gpecifikacia
charakteristicka TR 029,

unosnost pri
zatazeni v tahu

charakteristicka TR 029,

CEN/TS 1992-4 priloha C1, C2 priloha C5, C6

Unosnost pri priloha C3 priloha C7

zatazeni v $myku CEN/TS 1992-4 ETAG 001
charakteristicka

unosnost’ pri TR 045 priloha C4 priloha C8

seizmickom zatazeni

posun v stave TR 029, ] ]

pouZivania CEN/TS 1992-4 RllehRCE prlahaiCAa

Ak sa pouzila 8pecificka technicka dokumentacia podl'a €lankov 37 alebo 38, poziadavky, ktoré vyrobok
spifia; e

10.Parametre vyrobku uvedené v bodoch 1 a 2 st v zhode s deklarovanymi parametrami v bode 9. Toto
vyhlasenie o parametroch sa vydava na vyhradnu zodpovednost vyrobcu uvedeného v bode 4.

Podpisal za a v mene vyrobcu:

I L by B.va e

Stefan Weustenhage Dipl.-ln‘/g. Detlef Bigalke
(generalny riaditel) (riaditel vyvoja produktov)
Weilerbach, 13.11.2015
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Characteristic values for threaded rods under tension loads in cracked concrete

Table C1: Characteristic values for threaded rods under tension loads in cracked
concrete
Threaded rod M8 | M10 | M12 | M16 | M20 | M24 | M27 | M30
Steel failure
Characteristic tension resistance NRk,s [kN] As * fuk
Combined pull-out and concrete cone failure
Characteristic bond resistance in cracked concrete C20/25
dry and
Temperature range |: wet concrete TRker | [N/mm2] 14,0 | 50 | 55 | 55 | 55 | 55 | 65 | 65
40°C/24°C
Egcrjgiccj)le tReer | [N'mm?3] | 40 | 40 | 55 | 55 not admissible
dry and
Temperature range II: wet concrete TRK,cr [N/mm2?] | 2,5 3,5 4,0 4,0 4,0 4,0 4,5 4,5
80°C/50°C
I)lg(r):?f) o e | [N'mm? | 25 | 3,0 | 40 | 4,0 not admissible
drytand t TRK,cr [N/mm?2] | 2,0 2,5 3,0 3,0 3,0 3,0 35 35
Temperature range lll: wet concrete
120°C/72°C
Eg(r):ic:) o treer | [N/mm? | 2,0 | 25 | 3,0 | 3,0 not admissible
C25/30 1,02
C30/37 1,04
Increasing factor for 1 C35/45 1,07
9 Rler Ve TCa0/50 1,08
C45/55 1,09
C50/60 1,10
Factor according to CEN/TS 1992-4-5 ks [] 7,2
Concrete cone failure
Factor according to CEN/TS 1992-4-5 Ker [] 7,2
Edge distance CerN [mm] 1,5 het
Axial distance ScrN [mm] 3,0 het
Installation safety factor _ X
(dry and wet concrete) V2 = Yinst [ 1.0 1.2
Installation safety factor .
(flooded bore ho?/e) Y2 = Yinst -] 1,4 not admissible
Injection sytem VMU plus for concrete
Performance Annex C1




Table C2:

Characteristic values for threaded rods under tension loads in non-cracked

concrete
Threaded rod M8 M10 | M12 | M16 | M20 | M24 | M27 | M30
Steel failure
Characteristic tension resistance NRks [kN] As - fuk
Combined pull-out and concrete cone failure
Characteristic bond resistance in non-cracked concrete C20/25
dry and
Temperature range |I: | wet concrete ki [N/mm? |10 12 12 12 12 1 10 9
40°C/24°C Eg?gigle TRK,ucr [N/mm?] 7,5 8,5 8,5 8,5 not admissible
dry and o
Temperature range Il: | wet concrete Wker | [N/mm] 7.5 9 9 9 ° 85 | 75 ] 65
80°C/50°C gg‘r’:fgle trkwer | [Nmm2] | 55 | 65 | 65 | 65 not admissible
dry and
Temperature range lll: | wet concrete TRk, uer [N/mm?] | 5.5 6.5 6.5 6.5 6.5 6.5 55 5.0
120°C/72°C flooded e | INmm3 | 40 | 50 | 50 | 50 not admissible
C25/30 1,02
C30/37 1,04
Increasing factor for C35/45 1,07
9 hluer Ve C40/50 1,08
C45/55 1,09
C50/60 1,10
Factor according to CEN/TS 1992-4-5 ks [ 10,1
Concrete cone failure
Factor according to CEN/TS 1992-4-5 Kuer [-] 10,1
Edge distance CerN [mm] 1,5 het
Axial distance ScrN [mm] 3,0 het
Splitting failure
h
Edge distance for Cer,sp [mm] 1,0-hgs < 2:hgg (2,5-h—f> <2,4-hg
€
Axial distance Scr,sp [mm] 2 Cersp
Installation safety factor _ :
(dry and wet concrete) V2 = Yinst [l 1,0 1.2
Installation safety factor ¥ = Yot [ 1.4 not admissible

(flooded bore hole)

Injection sytem VMU plus for concrete

Performance

Characteristic values for threaded rods under tension loads in non-cracked concrete
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Table C3:
cracked concrete

Characteristic values for threaded rods under shear loads in cracked and non-

Threaded rod

M8

M10

M12

M16

M20

M24

M27

M30

Steel failure without lever arm

Characteristic shear resistance

VRk,s

[kN]

0,5 M As * fuk

Ductility factor according to
CEN/TS 1992-4-5

k2

0,8

Steel failure with lever arm

Characteristic bending moment

MORi.s

(Nm]

1,2 * Wer « fuk

Concrete pry-out failure

Factor k acc. to TR 029 or
ks acc. to CEN/TS 1992-4-5

2,0

Concrete edge failure

Effective length of anchor

[mm]

lf = min(hef; 8 dnom)

Outside diameter of anchor

dnom

[mm]

10

12

16

20

24

27

30

Installation safety factor

Y2 = Yinst

1,0

Injection sytem VMU plus for concrete

Performance

Characteristic value for threaded rods under shear loads
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Table C4: Characteristic values for threaded rods under seismic action, category C1

Threaded rod M8 M10 | M12 | M16 | M20 | M24 | M27 | M30
Tension load

Steel failure

Characteristic tension resistance NRks,seis [kN] As * fuk

Combined pull-out and concrete cone failure

Characteristic bond resistance in concrete C20/25 to C50/60

Temperature range Svgtigicrete wiseis | [Nmm? | 2,5 1 31 | 37 | 37 | 37 | 38 | 45 | 45
40°C/24°C Eg(r)gigle TRkseis | [N/mm?] | 2,5 2,5 3,7 3,7 not admissible
Temperature range |I: Svgtigicrete TRkseis | INMm?] | 1.6 ) 22 | 27 | 27 | 27 2.8 3.1 3.1
80°C/50°C fooded _ thkseis | [Nmm?] | 16 | 1.9 | 27 | 27 not admissible
Temperature range IlI: sgtig?wrete TRkseis | [Nmm?] | 1,3 ) 1,6 1 20 | 20 | 20 2.1 2.4 2.4
120°C/72°C gg?ﬁi%m TRkseis | [N/mm2] | 1,3 | 1,6 | 2,0 | 2,0 not admissible
Increasing factor for TR seis Ye [-] 1,0

s e mewe| 0| 0

l&gﬁ;ﬁg%’;rs: Eg;)actor Y2 = Yinst [] 1,4 not admissible
Shear load

Steel failure without lever arm

Characteristic shear resistance VRk,s.seis [kN] 0,35+ As - fuk

Steel failure with lever arm

Characteristic bending moment MOk s seis | [NM] No Performance Determined (NPD)

Injection sytem VMU plus for concrete

Performance

Characteristic values for threaded rods under seismic action, category C1
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(flooded bore hole)

Table C5: Characteristic values for rebar under tension loads in cracked concrete
Rebar 28 |10 | D12 | D14 | D16 | D20 | D25 | D28 | & 32
Steel failure
Characteristic tension resistance NRk,s [kN] As - fuk"
Combined pull-out and concrete cone failure
Characteristic bond resistance in cracked concrete C20/25
Sg]gfe‘fewet e | [Nmm2 | 40 | 50 | 55 | 55 | 55 | 55 | 55 | 65 | 65
Temperature range I:
40°C/24°C
Egcl)eded bore TRker | [N/mm2] | 40 | 40 | 55 | 55 | 55 not admissible
dry anc: Wet | e | INNmm? | 25 | 35 | 40 | 40 | 40 | 40 | 40 | 45 | 45
Temperature range |l: concrete
80°C/50°C
ngloeded bore e | [Nmm?] | 25 | 3,0 | 40 | 40 | 4,0 not admissible
dry anc: wet TRker | [NNmm2 | 20 | 25 | 30 | 30 | 3,0 | 30 | 30 | 35 | 35
Temperature range Ill; | COncrete
120°C/72°C
Egcl)eded bore ke | [N'mm? | 2,0 | 25 | 30 | 3,0 | 3,0 not admissible
C25/30 1,02
C30/37 1,04
Increasing factors for C35/45 1,07
creasing factors for Trk,cr e C40/50 1,08
C45/55 1,09
C50/60 1,10
Factor acc. to CEN/TS 1992-4-5 ks [-] 7,2
Concrete cone failure
Factor acc. to CEN/TS 1992-4-5 Ker [ 7,2
Edge distance Cer.N [mm] 1,5 het
Axial distance ScrN [mm] 3,0 het
Installation safety factor _ :
(dry and wet concrete) V2 = Yinst [’ 1.0 1.2
Installation safety factor Yo = s [ 1.4 not admissible

D fuk = fik= K * fyk

Injection sytem VMU plus for concrete

Performance
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Table C6: Characteristic values for rebar under tension loads in non-cracked concrete

Rebar @8 |10 | @12 | 214 | D16 | D20 | D25 |28 | & 32
Steel failure
Characteristic tension resistance NRrks [kN] As + fuk!
Combined pull-out and concrete cone failure
Characteristic bond resistance in non-cracked concrete C20/25
dry and
Temperature range |- wgt concrete TRkuer | [N/mm?] 10 12 12 12 12 12 11 10 8,5
40°C/24°C hooded koo | INNmm?] | 75 | 85 | 85 | 85 | 85 not admissible
dry and
Temperature range II: | wet concrete | TRkuer [N'mm? | 7,5 | 9 9 9 9 9 |80 |70 60
80°C/50°C fooded _ ke | [Nmm?] | 55 | 65 | 65 | 65 | 65 not admissible
dry and
Temperature range llI: wgt concrete wer | [N/mm? | 5,5 | 65 | 65| 65|65 ) 65| 60|50 45
120°C/72°C hooded koo | INmm?] | 40 | 50 | 50 | 50 | 50 not admissible
C25/30 1,02
C30/37 1,04
. C35/45 1,07
Increasing factors for trk,ucr Ve C40/50 1,08
C45/55 1,09
C50/60 1,10
Factor acc. to CEN/TS 1992-4-5 ks [] 10,1
Concrete cone failure
Factor acc. to CEN/TS 1992-4-5 Kucr [-] 10,1
Edge distance CerN [mm] 1,5 het
Axial distance Ser,N [mm] 3,0 het
Splitting failure
h
Edge distance for Cer,sp [mm] 1,0-het < 2-hgy (2,5- h—) <2,4-hgt
of
Axial distance Scr,sp [mm] 2 Cersp
Installation safety factor 3 :
(dry and wet concrete) 2= Tinst [ 1,0 1.2
Installation safety factor .
(flooded bore ho?/e) Y2 = Yinst (-] 1,4 not admissible

D fuk = fic= K * fyk

Injection sytem VMU plus for concrete

Performance
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Table C7: Characteristic values for rebar under shear loads in cracked and non-cracked

concrete
Rebar 28 | 210 | @12 | @14 | &16 | D20 | D25 | &28 | D32
Steel failure without lever arm
Characteristic shear resistance VRk,s [kN] 0,50 * As * fuk"
Ductility factor according to K [ 08
CEN/TS 1992-4-5 2 ’
Steel failure with lever arm
Characteristic bending moment MOrks | [Nm] 1,2 + Wi * fuk!
Concrete pry-out failure
Factor k acc. to TR 029 or K [ 20
ks acc. to CEN/TS 1992-4-5 ®) ’
Concrete edge failure
Effective length of anchor It [mm] It = min(het; 8 dnom)
Outside diameter of anchor Onom [mm] 8 10 12 14 16 20 25 28 32
Installation safety factor Y2 = Yinst [-] 1,0

D fuk = fix= K = fyk

Injection sytem VMU plus for concrete

Performance
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Table C8: Characteristic values for rebar under seismic action, category C1

Rebar 28 |210 | @12 | 214 | D16 | D20 | D25 | D28 | & 32
Tension load
Steel failure
Characteristic tension resistance NRk,s,seis [kN] As © fuk?
Combined pull-out and concrete cone failure
Characteristic bond resistance in concrete C20/25 to C50/60

dry and

TRkseis |[[N/mm2] | 2,5 | 3,1 37 | 37 | 37 | 3,7 | 3,8 | 45 | 45
t concrete

Temperature range I: we
40°C/24°C

ng?eded bore TRkseis [INfmm?2 | 25 | 25 | 3,7 | 3,7 | 3,7 not admissible

dry and s [[Nmm2 | 16 | 22 | 27 | 27 | 27 | 27 | 28 | 3,1 | 3,1
Temperature range II; | Wet concrete s | [N/mm |1, ’ ’ ’ ’ ’ ’ ’ ’
80°C/50°C

Egloeded bore TRkseis [INfMm2 | 16 | 1,9 | 2,7 | 27 | 2,7 not admissible

dry and o |[Nmm2 | 1,3 | 16 | 20 | 20 | 20 | 20 | 21 | 24 | 24
Temperature range III: | Wet concrete s | N/mm |1, ’ ’ ’ ’ ’ ’ ’ ’
120°C/72°C

ngloeded bore thkseis |[N/mm?2] | 1,3 | 1,6 | 2,0 | 20 | 2,0 not admissible
Increasing factor for TRk seis e [-] 1,0
Installation safety factor _ 2
(dry and wet concrete) 2= Yinst [ 1,0 1,2
Installation safety factor .
(flooded bore ho)lle) Y2 = Yinst (-] 1,4 not admissible
Shear load
Steel failure without lever arm
Characteristic shear resistance VRksseis | [KN] 0,35 * As * fuk"
Steel failure with lever arm
Characteristic bending moment MORks,seis | [Nm] No Performance Determined (NPD)

D fuk = fic= K * fyk

Injection sytem VMU plus for concrete

Performance
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Table C9: Displacements under tension loads? (threaded rod)

Threaded rod M8 M10 M12 M16 M20 M24 M27 M30

Non-cracked concrete C20/25

Temperature range I: | So-factor | [mm/(N/mm3)] | 0,021 | 0,023 | 0,026 | 0,031 | 0,036 | 0,041 | 0,045 | 0,049

40°C/24°C Sne-factor | [mm/(N/mm3)] | 0,030 | 0,033 | 0,037 | 0,045 | 0,052 | 0,060 | 0,065 | 0,071

Temperature range II: | Sno-factor | [mm/ ]| 0,050 | 0,056 | 0,063 | 0,075 | 0,088 | 0,100 | 0,110 | 0,119

80°C/50°C Sne-factor | [mm/ 110,072 | 0,081 | 0,090 | 0,108 | 0,127 | 0,145 | 0,159 | 0,172

Temperature range IlI: | Svo-factor | [mm/(N/mm?)] | 0,050 | 0,056 | 0,063 | 0,075 | 0,088 | 0,100 | 0,110 | 0,119

120°C/72°C Sne-factor | [mm/(N/mm2)] | 0,072 | 0,081 | 0,090 | 0,108 | 0,127 | 0,145 | 0,159 | 0,172

Cracked concrete C20/25

Temperature range |: | dno-factor [mm/(N/mm?)] 0,090 0,070
40°C/24°C Sne-factor | [mm/(N/mm?)] 0,105 0,105
Temperature range |I: | dno-factor | [mm/(N/mm2)] 0,219 0,170
80°C/50°C Sne-factor | [mm/(N/mm?)] 0,255 0,245
Temperature range Il1: | Sno-factor | [mm/(N/mm?)] 0,219 0,170
120°C/72°C Sne-factor | [mm/(N/mm?)] 0,255 0,245

) Calculation of the displacement
dno = dno-Faktor - 7; t: acting bond stress for tension load
ONe = ONw-Faktor - T;

Table C10: Displacements under shear load" (threaded rod)

Threaded rod M8 M 10 M 12 M 16 M 20 M24 M 27 M 30

Non-cracked concrete C20/25

All temperature dvo-factor [mm/(kN)] 0,06 0,06 0,05 0,04 0,04 0,03 0,03 0,03

ranges dve-factor |[mm/(kN)] | 0,09 | 0,08 | 0,08 0,06 | 006 | 005 | 005 0,05

Cracked concrete C20/25

All temperature dvo-factor [mm/(kN)] 0,12 0,12 0,11 0,10 0,09 0,08 0,08 0,07

ranges dv--factor |[mm/(kN)] | 0,18 | 0,18 | 0,7 | 0,15 | 0,14 | 0,3 | 0,12 | 0,10

) Calculation of the displacement
dvo = dvo-factor - V; V: acting shear load
dve = dve-factor - V;

Injection sytem VMU plus for concrete

Performance Annex C9
Displacements (threaded rod)




Table C11: Displacements under tension load? (rebar)
Rebar @8 | @10 | @12 | @14 | @16 | @20 | @25 | @28 | @32
Non-cracked concrete C20/25
Temperature range I: | SNo-factor | [mm/(N/mm2)] | 0,021 | 0,023 | 0,026 | 0,028 | 0,031 | 0,036 | 0,043 | 0,047 | 0,052
40°C/24°C Snw-factor | [mm/(N/mm2)] | 0,030 | 0,033 | 0,037 | 0,041 | 0,045 | 0,052 | 0,061 | 0,071 | 0,075
Temperature range II: | Svo-factor | [mm/(N/mm2)] | 0,050 | 0,056 | 0,063 | 0,069 | 0,075 | 0,088 | 0,104 | 0,113 | 0,126
80°C/50°C Snw-factor | [mm/(N/mm2)] | 0,072 | 0,081 | 0,090 | 0,099 | 0,108 | 0,127 | 0,149 | 0,163 | 0,181
Temperature range Ili: | Sho-factor | [mm/(N/mm2)] | 0,050 | 0,056 | 0,063 | 0,069 | 0,075 | 0,088 | 0,104 | 0,113 | 0,126
120°C/72°C Sne-factor | [mm/(N/mm2)] | 0,072 | 0,081 | 0,090 | 0,099 | 0,108 | 0,127 | 0,149 | 0,163 | 0,181
Cracked concrete C20/25
Temperature range |: dno-factor | [mm/(N/mm?)] 0,090 0,070
40°C/24°C Sn--factor | [mm/(N/mm2)] 0,105 0,105
Temperature range II: dno-factor | [mm/(N/mm?2)] 0,219 0,170
80°C/50°C Sn--factor | [mm/(N/mm2)] 0,255 0,245
Temperature range |II: dno-factor | [mm/(N/mm?2)] 0,219 0,170
120°C/72°C Sne-factor | [mm/(N/mm?)] 0,255 0,245
) Calculation of the displacement
dNo = dno-Faktor - T; T: acting bond stress for tension load
ONe = ONw-Faktor - T;
Table C12: Displacements under shear load") (rebar)
Rebar @8 | @10 | @12 | @14 | @16 | @20 | @25 | @28 | @32
Non-cracked concrete C20/25
All temperature Svo-factor | [mm/(kN)] | 0,06 | 0,05 | 0,05 | 0,04 | 0,04 | 0,04 | 0,03 | 0,03 | 0,03
ranges dv.-factor | [mm/(kN)] | 0,09 | 0,08 | 0,08 | 0,06 | 0,06 | 0,05 | 0,05 | 0,04 | 0,04
Cracked concrete C20/25
All temperature Svo-factor | [mm/(kN)] | 0,12 | 0,12 | 0,11 | 0,11 | 0,10 | 0,09 | 0,08 | 0,07 | 0,06
ranges dv.-factor |[mm/(kN)] | 0,18 | 0,18 | 0,17 | 0,16 | 0,15 | 0,14 | 0,12 | 0,11 | 0,10
) Calculation of the displacement
dvo = dvo-factor - V; V: acting shear load
dve = dve-factor - V;
Injection sytem VMU plus for concrete
Performance Annex C10
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