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BesonacHOCT B cnyy4ai Ha noxap (BWR 2)

Ha NoBEAEHNE NPy noxap knac A1
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XapaKTepHo CbnpoTUBNeHne 3a BCUYKUA NOCOKN HA HaToBapBaHe n

MpunoxeHne / Annex C1
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Specifications of intended use

Ceiling Anchor DN 6x40 DN 6x70

Use only for redundant non-structural systems acc. to EN 1992-4:2018

Static and quasi-static actions 4

Fire exposure R30 to R120

compacted, reinforced or unreinforced normal weight

Base materials concrete without fibres acc. to EN 206:2013 + A1:2016

Strength classes C20/25 to C50/60 acc. to EN 206:2013 + A1:2016

Cracked and uncracked concrete v

Use conditions (Environmental conditions):
e Structures subject to dry internal conditions

Design:

e Anchorages are designed under the responsibility of an engineer experienced in anchorages and
concrete work

¢ Verifiable calculation notes and drawings are prepared taking account of the loads to be anchored. The
position of the anchor is indicated on the design drawings (e.g. position of the anchor relative to
reinforcement or to supports, etc.)

¢ Anchorages are designed according to EN 1992-4:2018, Annex G, Method C

Installation:

¢ Hole drilling by hammer drill bit or hollow drill bit

¢ Anchor installation carried out by appropriately qualified personal and under supervision of the person
responsible for technical matters of the site

¢ Positioning of the drill holes without damaging the reinforcement
e Overhead installation is permitted
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Table B1: Installation parameters

Ceiling Anchor DN 6x40 DN 6x70
Nominal drill hole diameter do | [mm] 6,0
Cutting diameter of drill bit deut< | [mm] 6,4
Depth of drill hole ho= | [mm] 40
Effective anchorage depth hef= | [mm] 32
Diameter of clearance hole in the fixture di< | [mm] 7
Thickness of fixture tix< | [mm] 5 35
Minimum thickness of member Amin | [Mm] 80
Minimum edge distance Cmin | [mm] 150
Minimum spacing Smin | [mm] 200
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Installation instructions

1 Drill hole perpendicular to concrete surface.
Blow out dust. Alternatively, vacuum clean down to the bottom
of the hole.

2 or
When reaching the drill hole depth pull out the drill bit whilst
power drill is switched on. To reduce the drill dust in the drill hole
repeat this step minimum three times, starting from the bottom
of the borehole (discharging the drill hole).

3 Insert Ceiling Anchor up to attachment contact.

4 Drive in the protruding pin.
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Table C1: Characteristic values for all load directions and failure modes

Ceiling Anchor DN 6x40 DN 6x70
Installation factor Yinst [-] 1,0
All load directions and for all failures
Characteristic resistance in cracked and F [KN] 50
uncracked concrete C20/25 to C50/60 Rk ’
Partial factor" ™ [-] 1,5
Minimum edge distance Cor = Cmin | [Mmm] 150
Minimum spacing Scr = Smin | [mm] 200
Steel failure with lever arm
Characteristic bending resistance MORks | [Nm] 51
Partial factor” s [-] 1,25
" In absence of other national regulations
Table C2: Characteristic values under fire exposure
Ceiling Anchor DN 6x40 DN 6x70
all load directions
] R30 Frifi [kN] 0,74
F|r<-? R60 Characteristic Fren | [kN] 0,61
resistance resistance Frksi [kN] 0.49
class R90 RK/f ,
R120 Frki [kN] 0,42
Steel failure with lever arm
) R30 o MOxss | [Nm] 0,39
Flrg R60 Char_acterlstlc Moskss | [NmM] 033
resistance R90 bending o N 0.25
class resistance Rksfi | [Nm] !
R120 MCPkssi | [Nm] 0,23
Edge distance and spacing, partial factor
Fi Partial factor Y™ f [-] 1,0
m? R30 to Spacing Serfi | [mm] 200
resistance
R120 ) Corfi | [mMm] 150
class Edge distance X .
For fire exposure from more than one side ¢ = 300mm.
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